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1. Design and procedures for 
creating end grain cheese 
board with chefs head

2. Design and procedures for 
router cheese board

3. Show and tell



üEasy to make

üCheap as you can use up scraps

üLots of different designs

üGreat hostess gifts

üStocking stuffers

üSecret Santa gifts

üGood seller (If you are so inclined)



Chef Design History

http://scrollsawworkshop.blogspot.ca/

Free Pattern Catalogue 

Kitchen







Designing your own cutting 

block with chef’s head

Some stock in the workshop

× Cherry 
1 ¼ x 1 ¼

× Maple
~¾ x ~1 ¼

× Peruvian Walnut 
¾ x ~1 ¼



Designing your own



1. Cut to the 
appropriate widths

2. Cut all pieces to the 
same height 1 ¼

3. Glue up strips –let 
dry overnight

4. Plane both sides

5. Cut strips to the 
width to the same 
thickness as the 
piece you are going 
to cut the design.





Put the top piece 
and a stop block 
between the 
fence and the 
blade.

Set up stop 
block and cut 
the strips.

Do quickly to 
avoid burning



Reverse each strip

Glue up with top in place

Add Pattern.

Note:  Blue painters tape

The eyes are ¼ inch drill

Only 2 cut outs



Round over top and bottom 
with ¼ inch round over bit.

Sand and Sand and finish.  

My choice is mineral oil and 
then Beeswax and oil mixture







A New Design 



http://www.woodworkingformeremortals.com/



Copy pattern to ¼ MDF
Cut out with scrollsaw
or bandsawand 
smooth edges

Trace on to Block

Glue up alternating woods

Create pattern for insert(s)



Router out the indent(s)

Attach the pattern to the 
wood using 2 sided tape

Cut out on a band saw as 
close as you can to the 
pattern



Use a pattern bit to 
finish the edge

Sand out the indent.



Sand the sides  

Round over the 
edges with ¼ inch 
round over bit 

Sand some more and finish







Wood: Hemlock

Pattern : Steve Good



Wood: Mahogany

Design : SSW #52
Jeff Taylor



Maple Insert ¼”



For the Woodturner’s



Wood: Butternut
Insert: Corian
Design: MIM



A Keepsake Board




